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In this paper, we investigate the problem of topology aggregation (TA) for scalable, QoS- 
based routing in hierarchical networks. TA is the process of summarizing the topological 
information of a subset of network elements. This summary is flooded throughout ... 

Keywords: ATM networks, PNNI, QoS-based routing, scalable routing, topology 
aggregation 



6 s e-, s. N , , , . " * astructyre 

Buquan Liu, Huaimin Wang, Yiping Yao 

December 2005 WSC '05: Proceedings of the 37th conference on Winter simulation 
Publisher: Winter Simulation Conference 

Full text available: ||Pdf: (322.56 KB) Additional Information: rul: citation, references, cjtedby 

Bibliometrics: Downloads (6 Weeks): 1 , Downloads (12 Months): 19, Citation Count: 2 
In order to support large-scale distributed simulation, we have developed a RTI called 
StarLink+ with particular architecture which is compliant with I EEE 1516. StarLink+ is 
composed of a Central RTI server and multiple Local RTI servers. Each Local ... 



7 Verification of ernbodded systems using a pets net based r ©proses tatj on 
Luis Alejandro Cortes, Petru Eles, Zebo Peng 

September 2000 ISSS'00: Proceedings of the 1 3th international symposium on System 
synthesis 



L.acm.org/results.cfm?CFID=7633090&CFTOKEN=77374729&adv=l&COL... 



10/22/2008 



Results (page 1): (synchroni$) and (1394 or fire$wire or i$link) 



Page 3 of 6 



Publisher: IEEE Computer Society 

Full text available: gPdf (99.66 KB) Additional Information *vtfrvt, »eteto 

Bibliometrics: Downloads (6 Weeks): 6, Downloads (12 Months): 35, Citation Count: 5 
The ever increasing complexity of embedded systems consisting of hardware and 
software components poses a challenge in verifying their correctness. New verification 
methods that overcome the limitations of traditional techniques and, at the same time, ... 



8 Hardware/software partitioning q? VHDL syMem.. specifications 
P. Eles, K. Kuchcinski, Z. Peng, A. Doboli 

September 1996 EURO-DAC '96/ EURO- VH DL '96: Proceedings of the conference on 

European design automation 
Publisher: IEEE Computer Society Press 

Full text available: ^Pdf (63.34 KB) Additional Information . j ices, cited index terms 

Bibliometrics: Downloads (6 Weeks): 2, Downloads (12 Months): 19, Citation Count: 3 



t October 1978 issue Volume 12 Issue 4 

Publisher: ACM 

Additional Information 

Bibliometrics: Downloads (6 Weeks): n/a, Downloads (12 Months): n/a, Citation Count: 0 



10 N > xtuaU 3 t ping of user interfaces 

A Chris Stary 

>^ August 2000 Dl S '00: Proceedings of the 3rd conference on Designing interactive systems: 
processes, practices, methods, and techniques 
Publisher: ACM 

Full text available- fSIJP^f (504 96 KB) Additional Information , ^ 

' m ' terms 

Bibliometrics: Downloads (6 Weeks): 7, Downloads (12 Months): 69, Citation Count: 1 
Contextual development differs from traditional user interface development in several 
ways: It focuses on the context of usage and the user population rather than on the 
technical features required for interaction. However, the latter come into play ... 

Keywords: contextual design, customization, interactive work design, lifecycle 
management, model-based development, object-oriented modeling, prototyping, 
seamless development, tools, usability engineering, user-centered system design 



11 Pe -\ N \ yv s system 

Michiel Ronsse, Koen De Bosschere 

May 1999 ACM Transactions on Com puter System s (TOCS) , Volume 17 issue 2 
Publisher: ACM 

Full text available: f|Pdf (324.00 KB) Additional Information * 3 irences, cited by, ind« 

m terms, review 

Bibliometrics: Downloads (6 Weeks): 20, Downloads (12 Months): 152, Citation Count: 26 



L.acm.org/results.cfm?CFID=7633090&CFTOKEN=77374729&adv=l&COL... 



10/22/2008 



Results (page 1): (synchroni$) and (1394 or fire$wire or i$link) 



Page 4 of 6 
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Using Java in embedded systems is plagued by problems of limited runtime performance 
and unpredictable runtime behavior. The Java Multi-Threaded Processor (JMTP) provides 
solutions to these problems. The JMTP architecture is a single chip containing ... 



1 7 d sam p ling in self-organizing networks 

^ Ming Zhong, Kai Shen 

V July 2006 ACM SI GOPS Operating Systems Review , Volume 40 issue 3 
Publisher: ACM 

Full text available:^ Pdf (370.33 KB) Additional Information: Matron, abstract, references, 
Bibliometrics: Downloads (6 Weeks): 7, Downloads (12 Months): 97, Citation Count: 0 

Random walk is a means of network node sampling that requires little index maintenance 
and can function on almost all connected network topologies. With careful guidance, node 
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This paper presents lightweight tree-based synchronization (LTS) methods for sensor 
networks. First, a single-hop, pair-wise synchronization scheme is analyzed. This scheme 
requires the exchange of only three messages and has Gaussian error properties. ... 
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